
Steering & trim tabs
Steering cylinders

Number of turns
 lock to lock of steering 

wheel as per 
pump & cylinder 

selection

Type of pumps

06.02.0011 
70 CT without lock 

valve 
06.02.0012 

70 CT with lock valve

06.02.0013 
90 CT without lock 

valve 
06.02.0014 

90 CT with lock valve

06.02.0015 
105 CT without lock 

valve

06.02.0016 
150 CT without lock 

valve

06.02.0017 
200 CT without lock

valve

Ty
pe

  o
f  c

yli
nd
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06.01.0027 

VHM 45 DT C228 
140 kpm 

1033 ft.lb., 1372 Nm

3.8

 
06.01.0028 
VHM 60 DT 

265 kpm 
1957 ft.lb., 2597 Nm

7.2 5.6

 
06.01.0029 

VHM 60 DT C300 
344 kpm 

2540 ft.lb., 3510 Nm

9.5 7.4 6.3

 
06.01.0030 

VHM 63 DT C345 
450 kpm 

3250 ft.lb., 4591 Nm

12.3 9.6 8.2 5.75

 
06.01.0031 
VHM 80 DT 

600 kpm 
4430 ft.lb., 5880 Nm

13 11 7.8

06.01.0032 
VHM 90 DT 

840 kpm 
6076 ft.lb., 8230 Nm

15 10.4 7.8

 
06.01.0033 

VHM 90 DT C400 
1000 kpm 

7233 ft.lb., 9806 Nm

19 14 10.5

 
06.01.0034 

VHM 110 DT C300 
1200 kpm 

8660 ft.lb., 11765 Nm

22 15.5 11.5

 
06.01.0035 
VHM 110 DT 

1600 kpm 
11800 ft.lb., 15680 Nm

20.5 15.4

 
06.01.0036 
VHM 120 DT 

2000 kpm, 14770 ft.lb.
19600 Nm

20

Selection chart of steering pump & cylinder
Hydraulic steering systems for inboard engine boats


